DOMINGUE February 12, 2026

& ASSOCIATES, INCORPORATED TO ALL HOLDERS OF PLANS

PROFESSIONAL ENGINEERS & LAND SURVEYORS

AND SPECIFICATIONS:
102 Asm_a Boulevard
LafayEEQ?SEE;OSOB RE: NORTH PLANT
RAPID MIXER UPGRADE
(DSA No. 4984.02)
(337)232-5182

ATTENTION:

www.dsaengineering.com

Attached is ADDENDUM NO. 2 for the subject project, Please include it in
your set of specifications and consider it when making your bid.

Sincerely,

DOMINGUE, SZABO & ASSOCIATES, INC.
(i, [ o
Chris Richard, PE

CKR/
Enclosure(s)



ADDENDUM TO
CONTRACT DOCUMENTS
AND SPECIFICATIONS

NORTH PLANT
RAPID MIXER UPGRADE

(DSA No. 4984.02)
ADDENDUM NO. 2 February 12, 2026

The following items shall take precedence over referenced to counterparts in_the speeifications,
contract drawings and any other documents in conflict herewith.

Item No. 1 See attached electrical addendum items.

Please acknowledge all addendums individually on the bid form

End of Addendum No: 2

DOMINGUE

& ASSOCIATES, INCORPORATED
FROFESSIONAL ENGINEERS & LAND SURVEYORS




Corporate Office

3909 West Congress Street, Suite 201
Lafayette, LA 70506

P:337.234.5710 | F:337.265.2864
adginc.org | adginc@adginc.org

February 12, 2026

Chris Richard

Domingue Szabo & Associates
102 Asma Blvd #305
Lafayette, LA 70508

RE: LfrPWD1 North Water Plant Upgrade (Phase 2)
Electrical Addendum
ADG # 25009-A

Dear Chris:

Please include the following electrical items in your next addendum:;

1. Clarification:

a.

Contractor shall provide NEMA 1 enclosure (4”x6”x6” WxHxD) to house new network
switch (TRENDnet TI-G50611 or approved equivalent) and power.supply (TRENDnet TI-
M6024 or approved equivalent). Enclosure shall be’ located ‘plan north of VFD
enclosures (VFDs are note by keynotes #3 & #4 per sheet Ed)..Contractor shall install
new 15A 120V circuit for network power supply from'nearest 120V panel; run 2-#12,
1-#1G in 1/2” conduit. Contractor shall previde and install OM4 multi-mode fiber
armored cable (compliant with UL-1666, CSA FT-4, and ICEA S-83-596 standards) from
the new switch to nearest existing network switch in'the plant. All fiber terminations
shall be made with Type LC eonnectars as defined by EIA 568 or ANSI FDDI standards.
Fiber is to be run in 1” conduit. VFD/CAT6,cable shall be run to new network switch in
1/2" conduit in lieu of existing.network switch per Addendum #1. Coordinate with
owner for exact PLC and existing switch location prior to rough-in.

Contractor shall refer toxgenéral note F.on sheet E2 for existing facilities.

Contractor shall coordinate with plant owner for existing control/SCADA system.

If you have any questions, please.contact ouroffice.

Thanks,

(26 e

Connor J: Martin, El
Electrical Project Manager
ADG Engineering
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